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Add safety covers on “Servomotors &

Cylinder of auto bottle clamp”
(Available for CE version only)
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Cappingrollers
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Automatic bottle
clamp device
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Capping height adjusting device

& Position indictor
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Twin servomotors
(for Capping speed and torque)

BRERTEEE
Capping stabilization device

CP-015 Fas)MiesHesek (emmsse)

Semi-automatic Side-wrap Capping Machine (with Twin servomotors)
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Field of Application

« Side-wrap capping by 4 side-rotary wheels, suitable for various threaded
caps: Sprayer / Pump Cap / Flip-up Cap / Child Resistant Cap / Tamper
Resistant Caps, etc.

« Square, round, oval bottles and any special shape of bottles.

« For small-volume production but many kinds of cap type and size.

Features

« Capping torque and speed are controlled by 2 servomotors to prevent the
surfaces of caps from being scratched easily. The torque and speed can
be set conveniently from touch screen.

« Japan Mitsubishi PLC and 4.3"color touch screen (HMI) provide
convenient operation.

« Automatic bottle clamp: Bottle will be clamped automatically when
detecting the bottle by a sensor. Holding bottles by hands is not required
while capping.

« User-friendly interface: Quick changeover design helps most adjustments
can be finished without using tools.

« Capping rollers are made of special material for good abrasion resistance.

« 50 sets of memory storage: Perfect for various products without repeated
setting.

« Two capping start-up modes: Foot switch or Photoelectric sensor.

HERE Specifications
AR |740( & )x597( & )x695(5 ) Machine Dimension  |740(L) x 597(W) x 695(H)
FHER | EEE 220V’ $8Z 50/60Hz * EE48 > FRTTIHE 0.8KVA Power Requirement {220V, 50/60Hz, 1 Phase, 0.8KVA
FERZEE  [3kg/cm? WU E (FBEEHTEER ) Pneumatic Requirement |3kg/cm? at least (prepared by buyer)
WAEE |W12-15M/ 898 Production Capacity  |About 12 ~ 15 PCS / per minute

BEAME |HE:228~80mm BE:70~280mm

BASE |BH€:022-~55mm (BHEERER)

HEIEE | TFRE (S| #304 T3, )

Applicable Bottle Size |Diameter: @ 28 ~ 80 mm  Height: 70 ~ 280 mm

Diameter: @ 22 ~55mm

Hgpliezilz etz (Customized capping range is available)

Working table
(Desktop #304 stainless steel / Castors attached)

Optional Item




