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Electrical cylinder
(Driven by servomotor)
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Volumetric piston
(#316 Stainless steel)
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Convenient adjusting device
& Position indicator
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with Machine frame & Safety cover
(Optional item)

cEENEMER
Automatic bottle
Feeding turntable
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Automatic 6 Nozzles Volumetric Liquid Filling Machine (Piston type)
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Field of Application

» Apply to various flowable and non-corrosive liquids.

« For products which need high filling precision.

« Continuous filling to reach larger volume for different volume of products.

Features

« Electrical cylinder controls volumetric piston and also replaces traditional air
cylinder, so accurate filling speed can be set directly from touch screen. No
more wasted time on adjusting air cylinder manually.

« Servomotor and piston type of filling system offer excellent filling precision.
Filling nozzles enter into bottles with 3 stages of filling speed to prevent
spraying out of bottle while filling and reduce foaming degree.

« Liquid contact parts made of 316L stainless steel, food grade silicone tube /
wire hose, Teflon, meet high sanitary demands.

« Japan Mitsubishi PLC and 7” color touch screen (HMI). Filling volume and
filling time can be set from the screen conveniently.

« User-friendly interface: Quick changeover design helps most adjustments can
be finished without using tools.

« 50 sets of memory storage: Perfect for various products without repeated
setting.

Specifications

3000(L) x 1200(W) x 2450(H) mm
(Not including liquid tank )

220V, 50/60Hz, 3 Phases, 3.6KVA
5kg/cm? (prepare by the buyer)

Machine Dimension

Power Requirement

Pneumatic Requirement

Production Capacity |About 20 ~ 30 PCS / per minute ( based on 1000ml)
150 ~ 1000 ml
Filling Range (Applicable to switch to Continuous Filling Mode for larger|

volume demands))
* 3 g (based onfilling 1000g water )

(1) Liquid feeding pump
(2) Machine safety cover

Liquid-level Precision

Optional Item




