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Capping system with
servomotor
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Front / Back adjusting
device & Position indicator
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Automatic cap
gripper

DIREE
Automatic bottle
dividing device

CP-150S+G oS0 + A FE RS (s )

Automatic Single Head Capping Machine + Cap Feeding System (with Servomotor)
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Field of Application

«» Apply to various flat screw caps.

« For square, round, oval bottles and any special shape of bottles.

« Automatic cap feeding device is suitable for a production line of less variety
of round screw cap size but higer daily production volume.

Features

« Capping torque and speed are controlled by a servomotor to prevent the
surfaces of caps not to be scratched easily. The torque can be set conveniently
from touch screen.

« Mitsubishi PLC and 7” color touch screen (HMI) provide convenient operation.

« One capper is applicable for various flat screw cap by replacing capping heads.

» Capping head is made of special material for good abrasion resistance.

« 50 sets of memory storage: Perfect for various products without repeated
setting.

« User-friendly interface: Quick changeover design helps most adjustments can
be finished without using tools.

« Second unit of automatic cap-feeding device is required for different caps to
increase much production efficiency and also reduce much labor cost.

EE1ERR Specifications
AR |2000( &) x 1400( & ) x 1620( & ) mm Machine Dimension  [2000(L) x 1400(W) x 1620(H) mm
EHER | EEE 220V’ 83K 50/60Hz > =48’ {RTELNE 1.7KVA Power Requirement {220V, 50/60Hz, 3 Phase, 1.7TKVA
BRZEEE  |5kg/cm? Wt (FBEEEERR) Pneumatic Requirement |5kg/cm? at least (prepared by buyer)
WEERE |4 15~20#/ 5918 Production Capacity  |About 15~20 PCS / per minute
AR B 028~ 150 mm S SEE : 70 ~ 280 mm Applicable Bottle Size  |Diameter: @ 28 ~ 150 mm " Height: 70 ~ 280 mm
BEER | B 020~50mm Applicable Cap Size  |Diameter: @ 20 ~50 mm
(1)Automatic bottle feeding / collection turntable
EREE (1) BEnER WoRER (BRER ) Optional Item (only for round bottles)

(2) E4EBFTEEKE (HRRRTMRERER )

(2)Second automatic cap-feeding device
(For different size of caps)




