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Automatic feeding system

RIREEGIGREE
Automatic rejection device
for missing-label products
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BEEEREEYRE
Automatic material
arraying device

ERRE

Indexing system

BT &
FIEESISEE ( BEFC )
Hot stamping printer &

Adjustable rack (optional item)

LA-280 HERGHEEEE (iR ashiae i)

Automatic Side Labeling Machine (Indexing type / Automatic feeding system)
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Field of Application

« Indexing design is perfect for side labeling on products which are difficult to
stand stably or with special shapes.

« A wide range of label size and material for normal or transparent labels.

« Apply to larger production volume of single product.

Features

« Mitsubishi PLC and 7” color touch screen (HMI) provides convenient operation.

« Stepper motor in labeling system offers high labeling precision.

« Adjust and record the labeling position conveniently by a hand-wheel adjusting
device combined with position indicator.

« 50 sets of memory storage: Perfect for various products without repeated setting.

« User-friendly design: most adjustments can be finished easily without tools.

« Automatic feeding system saves much time of manual feeding. The system can
improve production efficiency and reduce labor cost significantly.

» Object sensor (German brand) helps to stop labeling for the products which are
detected product size not in the allowed range.

« Automatic missing-label rejection device rejects products which are not labeled.

Specifications

AR~ |1550( £ )x 1200( &) x 1500( & ) mm

Machine Dimension 1550(L) x 1200(W) x 1500(H) mm

FAFER | EBEE 220V ° $BK 50/60Hz > B4R ° 1RFETHE 290VA

Power Requirement 220V, 50/60Hz, 1 Phase, 290VA

TRZEE  |4kg/em® WU L (BEEBETERR)

Pneumatic Requirement |4kg/cm? at least (prepared by buyer)

ARESE | (AZ2Y)10~100 (B2Y)10~150 (C 2! )10~200 mm

Applicable Label Height |(A) 10~100 (B) 10~150 (C) 10~200 mm

i#
BRARERE | 10~300 mm

Applicable Label Length | 10 ~300 mm

WEEE |(W12~15M@/ 8508

Production Capacity  |About 12 ~ 15 PCS / per minute

BAIREE £ 1.0mm

Labeling Precision +1.0mm

BT (A ) HBENTFHEHAEENTE IRENTE

Hot Stamping / Heat Transfer / Inkjet

Printers (optional item) (for Date, Batch no., Barcode--- Support rack included)

(EDEEA ~ HESE ~ (KBS SR PIAEESTIRRE )



